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Your Phone

Phone Overview
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1. Receiver

2. Display

3. Centre soft key

® Confirm an option (press the middle of
the key)

4, Left soft key

5. Right soft key

® Return to the previous screen, or close a
dialog box or options

6. Dial key

® Press: enter call log(from idle screen)

7. End key

8. Navigation key

® Press : shortcut access to the menu
(from idle screen)

® Press: move to the select menu

9. "™"key

® |n idle screen

® Press: input™”

@ |n edit model

® Press insert symbols

10.Torch Switch key

@ Switch on/off the torch

11. Microphone

12. "#'key

® |dle screen

® Long press: Profiles mode cutover
@ |n edit mode

® Press: change the input method



Installing SIM Card, Memory

Card and Battery panel facing down.

3. Pull lower half of back cover with your
thumb or fingers. Remove it from the
opening.

Installing SIM Card

Make sure to always turn off the power
before installing or replacing the SIM card,
memory card and battery. The back cover
needs to be removed before putting in the
SIM card, battery, or memory card.
Removing Back Cover

1. Make sure your device is turned off.

2. Hold the device c?refully with the front
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The SIM Card contains your phone

number, service details and the

phone-book/message memaory,

1. Make sure the phone is turned off,

2. Insert the SIM Card into the SIM Card
slot gold contacts facing down and
cut-off corner facing out.

Installing Memory Card

Insert the microSD card into the slot with

its gold contacts facing down.

Camera and photo gallery application can
only be initiated after the installation of the
SD card.

Charging the Battery

When you first get your new phone you'll
need to charge the battery.

Connect the adapter to the charger jack.
Ensure that the adapter is inserted with the
correct orientation. Do not force the
connector into the charger jack.

Connect the charger to a standard AC wall
outlet.

Disconnect the charger when the battery is
fully charged.



How to use the Keys

Functions of Keys

€ Dial key
e Press it to originate a call by entering the called number or selecting a contact from the phonebook.
e Or press it to receive an incoming call.
e Or press it in standby state to show the latest call records.
€ End key
e Pressitto end a call being dialed or end an ongoing call.
e Or press it to exit the menu and return to the standby state.
¢ Hold it for two or three seconds to power on/off the mobile phone.
€ Navigation key
e Press to access the shortcut to the menu from idle screen.
e Press them to scroll the options when browsing a function list.
¢ In editing state, press Navigation keys to navigate.
€ Left and right soft key
e The bottom line on the screen displays the functions of the Left and Right soft key.
e Press the Right soft key to return to the previous screen, or close a dialog box or options.
€ Centre soft key
e Press itto confirm a selection.
€ Number keys, * key and # key
e Press number keys 0 through 9 to input or in edit state to input numbers and letters.
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e Inidle screen, you can press * and then Right Soft Key to lock the keypad.
e In editing state, press # Key to switch between input methods: Abc, abc, ABC, 123.

Turning on

Press and hold down the Power on key
~— for approximately 5 seconds until
the phone powers up.

Device Security

Setting up a Screen Lock Password

1. Enter the main Menu interface and go to
Settings

. Under Settings, choose Security

. Go to Please Set Screen Lock Password

. Input new password

. Confirm new password

. Press OK to finish the set-up

Software

For software enquiries, please follow the
link https://www.imomobile,co,uk/support/
to report software issues, You feedback
would be valuable to help improve the user
experience of the device.

OB wn
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CE Declaration of conformity

Herby, Verve Connect Ltd, declares that

this phone, IMO Dash 4G Miniis in
compliance with Directive 2014/53/EU.

The full text of the EU Declaration of
Conformity is available at the following internet
address : http:// www.imomobile.co.uk

q

This product can be used across EU
member states except France.

Risk of explosion if battery is replaced by
an incorrect type. Dispose of used
batteries according to the instructions.
Use the mobile phone in the environment
with the temperature between -10°C and
45°C

&Use the earphone carefully.
Excessive sound pressure from
earphones and headphones can cause
hearing loss.



WEEE Recycling:
The product shall only be connected to a
USB interface of version USB2.0

SAR: The radiated output power of this ———
device is also below the CE radio
frequency exposure limits when the device
is used at 5Smm from your body.

This praduct should not be treated as household waste,
instead it should be handed over to the applicable
collection point for the recvelinag of electrical and electronic

The highest SAR value for this mobile
phone tested” is 1.314 W/Kg against the
head and 1.656 W/kg from the body at
5mm,

Technical Specifications
+  Network: GSM900/1800MHz,
WCDMA 900/2100MHz
LTE B1, B3, B7, B20
« Display: 1.8"
+ Memory: 128MB ROM + 456MB RAM (*)
+ Camera: 0.08MP
+ FM/MP3/MP4
+ Battery Capacity: 1000mAh Li-<ion
(*): The storage capacity actually available
in the unit's internal memory may be less
due to the preloaded operating system
and / or other pre- installed or configured
applications. Check the space actually
available on your computer.

BT/BLE

Operation _
Frequency 2402MHz~2480MHz
BT Max power 9.65dBm(conducted)

BLE Max power

1.7dBmiconducted)

GSM

Operation
Frequency

E-GSM 900/GPRS
900/EGPRS 900:

TX: 880-915MHz; RX: 925-060
MHz

E-GSM 1B00/GPRS 1800
TX: 1710-1785 MHz; RX:
1805-1880 MHz

E-GSM 850/GPRS 850
THX: 824-849 MHz; RX:
BE0-894 MHz

E-GSM 1900/GPRS 1900
TX: 1850-1910 MHz; RX:
1930-1990 MHz

Max power{E-GSM
900)

32.9 dBm(conducted)

Max power(DCS

1800) 30,2 dBm{conducted)
Max power(E-GSM | 35 »74am(conducted)
850)

Max power(DCS 30,36dBm{cenducted)

1900)




WCDMA

Band 1:
. TX:1920MHz~1980MHz;
Epem"”” RX: 2110-2170MHz
requency

Band 8: TX: 880MHz~915MHz;
Rx: 925-060MHz

Max power(Band 1)

22.43 dBm(conducted)

Max power(Band 8)

22.55 dEmiconducted)

LTE

Operation
Frequency:

Band 1:
(ULM1920MHz~1980MHz,
(DL 2110MHz~2170MHz
Band 3:

(UL 7T10MHz~1785MHz,
(DL 805MHz~1880MHz
Band 7:
(UL)2500MHz~2570MHz,
(DL)2620MHz~2690MHz
Band 20:
(UL)83Z2MHz~B62MHz,
(DL} 7T91MHz~821MHz

Max power(Band 1)

22.85dBm(conducted)

Max power(Band 3)

23.15dBm({conducted)

Max power(Band 7)

22.7dBmiconducted)

Max power(Band

20)

23.11 dBmiconducted)

FM

Operation
Frequency:

87.5MHz-108MHz
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For the detailed User Manual
or more information about the
product, please visit:
www.imomobile.co.uk

Verve Connect Lid, Vaerve Connect Lid,
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